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             Solar Bollard Lights: Data Sheet   

Product Code:  CB3000-B90cm  (NEW – 3yr warranty) 
The Reliance3000 solar bollard light is a blend of modern design and  
functionality. This light offers superior weathering performance,  
power saving MPPT operation and an impressive light output for its 
size. It is suitable for illuminating areas up to a three to four metre  
circumference from the base. Easy to install and operate, the  
Reliance3000 is an ideal safety and security lighting solution 
for pathways and gardens. 
 
This light is designed to switch on automatically at dusk,  
and off again during daylight hours. 

Features – New Australian Design 
 Robust, modern design 
 Durable materials: painted high purity aluminium with 

Metal mounting bracket; Polycarbonate lens 
 Hidden Press ON/OFF button. 
 Intelligent day/night controller / overcharge/discharge 

Protection. 
 Lithium battery provides a shorter charging time and 

longer battery life span. 
 Designed to operate from dusk to dawn 

 IP65 waterproof rating 

Specifications 
Size:   90cm high 
 
Light Head:  51 SMD5050 pure white LEDs with 

high brightness 2.5w   
 
Solar Panel:  6.8W 5V high efficiency  
 
Battery:  3.2V 12Ah LifePo4 rechargeable  

and replaceable battery (2000 cycle) 
 

Cables:  No cables required. This is an all in  
one unit. 
 

MPPT Operation: First five hours: 300 lumen light output 
After five hours: 100 lumen light output  
 

Ratings:   IP65 waterproof rating, with IK10 impact resistance.   
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Light Output 
Lighting Time: Approximately 8+ hours each night with three days autonomy on a 

fully charged battery. 

Full Light:  300 Lumens warm white, and 360 lumens Pure white light. 

Operation 
How it Works: During the day, the solar panel charges its internal battery giving it the 

power it needs to light after dark. 

Automatic Function: After dark, the light will turn on automatically each night. 

MPPT Function: This function enables the Reliance3000 to control the length of full 
brightness to the hours where it is most required. After this time the 
unit conserves power by stepping down the light output to standby 
lighting. 

This controller also protects the lithium battery by regulating the 
charge and discharge cycles 

 

Photometric Data 
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             Solar Bollard Lights: Data Sheet   

Warranty 
The Reliance3000 has a three-year return to base warranty* for manufacturer’s faults. 
 
* Excludes batteries, after sales damage, neglect and incorrect installation. 

Recommended Spacing 
Footpaths up to two metres wide: 5 - 12 metre intervals. Distance will depend on project 
requirements. For example: Council or wheel chair compliance. 

Installation 
 
Positioning 
The solar panel is located on the top of the bollard. For optimum performance, ensure each 
bollard is positioned where it can receive a minimum of 6 hours direct sunlight per day. 
 
Fixing 
The Reliance3000 bollards are designed to be fixed to a hard (concrete) surface. 
Instructions and fixings are included. 

 

 

 

 

Dome Top                                             Base plate fixing image (Bolt centres 120mm) 

Suitability 
Robust, durable construction and long lighting performance make these lights suitable for 
private to public spaces. 

The Reliance3000 is a popular choice for pathway lighting in residential developments such 
as townhouses, private residences and unit complexes.  It is also suitable for public spaces 
such as caravan parks. 


